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HILTI HSD CHEMICAL ANCHOR BOLT
DESIGN CALCULATIONS Study Guide

hilti hsd chemical anchor bolt design calculations are essential for ensuring the safety,
reliability, and compliance of structural applications that utilize Hilti's HSD chemical anchors. Proper
design calculations help engineers determine the appropriate size, embedment depth, and
installation parameters, ensuring that the anchors can withstand the specified loads while adhering
to relevant standards and codes. This comprehensive guide provides an in-depth overview of the
key considerations, methodologies, and steps involved in performing accurate and effective Hilti
HSD chemical anchor bolt design calculations.

Introduction to Hilti HSD Chemical Anchors
What are Hilti HSD Chemical Anchors?
Hilti HSD chemical anchors are high-performance, adhesive-based fasteners used for fixing various
structural elements into concrete or masonry. They are designed to provide high load capacities and
excellent durability, making them suitable for seismic, wind, and static load applications.
Advantages of Using HSD Chemical Anchors

- High load capacity and strength

- Corrosion resistance due to chemical bonding

- Ease of installation with minimal disturbance

- Flexibility in design due to variable embedment depths
- Compliance with international standards such as ETAG, ICC-ES, and ASTM

Fundamental Principles of Anchor Bolt Design

Key Design Considerations

When designing chemical anchors, especially Hilti HSD systems, engineers must consider:
- Loading conditions (static, dynamic, seismic)

- Type of load (tensile, shear, or combined)
- Embedment depth



HILTI HSD CHEMICAL ANCHOR BOLT DESIGN CALCULATIONS Study Guide Vol. 2024, Issue 3

- Base material properties (concrete strength)
- Environmental factors (corrosion, temperature)
- Applicable standards and safety margins
Relevant Standards and Codes
Design calculations should conform to:
- ETAG 001 (European Technical Approval Guide)
- ACI 318 (American Concrete Institute)

- ICC-ES AC308 (Acceptance Criteria for Post-Installed Mechanical Anchors)
- ASTM F1554 (Anchor bolts specifications)

Step-by-Step Guide to Hilti HSD Chemical Anchor Bolt Design
Calculations

1. Determine the Load Requirements
Before beginning calculations, establish:
- The magnitude of static or dynamic loads (tensile and shear)
- The load orientation and distribution
- The safety factors as per relevant standards
Example: For a structural beam supporting a load of 10 kN in tension and 5 kN in shear.
2. Select the Anchor Size and Embedment Depth
Based on the load requirements, select an initial anchor diameter and embedment depth:
- Refer to Hilti's technical datasheets for HSD anchor capacities

- Choose an embedment depth that balances strength and constructability

Tip: Larger diameters and deeper embedments generally increase load capacity but may impact
installation.

3. Calculate Concrete Edge and Spacing Requirements
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To prevent failure modes such as concrete breakout or splitting:

- Ensure minimum edge distance (e.g., ? 10 times the diameter)
- Maintain adequate spacing between anchors (e.g., ? 5 times the diameter)
- Verify the concrete thickness is sufficient for the embedment depth
4. Determine the Design Strength of the Anchor
Use the appropriate formulas and tables provided in Hilti's technical documentation or relevant
standards to calculate:
- Pull-out (tensile) strength
- Shear strength
Example calculation:
For tensile load capacity, use:
\[ N_{Rd} = \frac{N_{u}}{\gamma_{M}} \]
where:
-\( N_{u}\) = ultimate tensile load
-\(\gamma_{M}\) = partial safety factor (typically 1.5)
Similarly, for shear capacity:

\[ V_{Rd} = \frac{V_{u}}{\gamma_{M}} \]

Consult Hilti's technical data or design tables for specific capacity values based on diameter,
embedment, and concrete strength.

5. Calculate the Required Number of Anchors
Determine how many anchors are needed based on the total load and individual anchor capacity:

Number of anchors = Total load / Capacity per anchor
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Example: For a total tensile load of 10 kN and each anchor capable of 5 kN, at least 2 anchors are
required.

6. Check for Failure Modes and Compliance
Verify that the design does not risk:
- Concrete breakout (axial tension or shear)
- Pull-out or pull-through failure
- Splitting of concrete
- Adherence to minimum edge and spacing distances
Use relevant formulas such as those outlined in ETAG 001 or ACI 318 for calculations.
Specific Calculation Examples

Example 1: Designing a Hilti HSD Anchor for Tensile Load

Suppose you need to anchor a steel column supporting a tensile load of 8 kN into concrete with a
compressive strength of 30 MPa.

Step 1.
Identify the anchor diameter from Hilti datasheets (e.g., 12 mm).
Step 2:

Calculate the capacity using the relevant tensile strength formula, considering the embedment depth
(e.g., 100 mm).

Step 3:
Apply safety factors and verify that the calculated capacity exceeds the applied load.
Step 4:
Determine minimum edge distances and spacing to prevent concrete failure modes.

Example 2: Shear Load Calculation
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For a shear load of 6 kN, follow similar steps using shear capacity data.

Design Optimization and Best Practices

Material and Environmental Considerations

- Use corrosion-resistant Hilti HSD anchors in aggressive environments.
- Consider additional protection like coatings or sleeves for durability.

Installation Guidelines

- Follow Hilti's recommended mixing, curing, and curing times.
- Ensure proper cleaning of drilled holes to remove dust and debris.
- Use the correct cartridge and adhesive application techniques.

Safety and Quality Assurance

- Perform on-site testing of anchor pull-out and shear capacity when necessary.
- Keep detailed records of installation parameters and calculations.

Conclusion

Accurate hilti hsd chemical anchor bolt design calculations are crucial for achieving reliable and
compliant anchoring systems. By systematically following load assessments, selecting appropriate
anchor sizes, verifying concrete and spacing requirements, and considering environmental factors,
engineers can ensure their designs are both safe and efficient. Always refer to Hilti's technical
documentation and relevant standards for specific data and validation methods, and consider
consulting with manufacturers or specialists for complex or critical applications.

Note: This content is intended for informational purposes and should be supplemented with detailed
data from Hilti's official technical resources and specific project requirements. Proper engineering
judgment and adherence to local codes are essential for safe design.

Hilti HSD Chemical Anchor Bolt Design Calculations are an essential aspect of ensuring the safety,

reliability, and efficiency of post-installed anchoring systems in various construction and engineering
applications. As a prominent leader in construction technology, Hilti provides detailed guidelines and
calculation methods for its HSD chemical anchors, which are widely used for their high load capacity
and versatility. Proper design calculations are critical to guaranteeing that these anchors perform as
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expected under different load conditions and environmental factors, making them a vital part of
structural integrity assessments.

Introduction to Hilti HSD Chemical Anchors

Hiltt HSD chemical anchors are a type of post-installed reinforcement that uses chemical adhesives
to bond the bolt or reinforcement to the base material, typically concrete or masonry. Known for their
high load-bearing capacity and ease of installation, HSD anchors are suitable for a wide range of
applications, including seismic retrofitting, heavy machinery anchoring, and support structures.

Their design relies heavily on the chemistry of the adhesive, the geometry of the bolt, the properties

of the substrate, and the environmental conditions. As such, accurate calculations are necessary to
determine the appropriate embedment depth, spacing, edge distances, and load capacities.

Fundamentals of Chemical Anchor Bolt Design Calculations
Design calculations for Hilti HSD chemical anchors involve assessing the bond strength, load
capacities, and failure modes. The process is rooted in standards such as Eurocode 2, the

European Technical Assessment (ETA), and Hilti?s own technical guidelines.

Key parameters include:

- Embedment depth (hef): Distance of the bolt embedded into concrete.

- Edge distance (c): Distance from the bolt to the edge of the concrete element.

- Spacing (s): Distance between adjacent anchors.

- Load types: Axial, shear, and combined loads.

- Environmental factors: Temperature, moisture exposure, and chemical resistance.

The goal of calculations is to ensure that the applied loads do not exceed the capacity of the
chemical anchor, accounting for safety factors and potential failure modes.

Design Principles and Calculation Methodology
1. Identifying Load Conditions
Begin by determining the maximum expected loads on the anchor, including:

- Tension forces (pull-out or pull-down)
- Shear forces (lateral loads)
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- Combined stresses

These loads are typically derived from structural analysis of the overall system, considering dynamic
factors where applicable.

2. Selecting the Appropriate Anchor Type and Size
Hilti offers various HSD anchors, with different diameters and embedment depths. The selection

depends on:

- Load capacity requirements
- Space constraints
- Environmental considerations

Calculation involves referencing the relevant product data sheets, which provide characteristic bond
strength values.

3. Calculating Design Bond Strength

The bond strength of HSD anchors is influenced by:
- Adhesive properties
- Concrete strength (fck)

- Embedment length (hef)

Hilti provides characteristic bond strength values (\(f_{bd}\)) in their technical documentation, which
are adjusted by partial safety factors (\(\gamma_{m}\)) to obtain design values.

4. Determining Load Capacities
The ultimate load capacity (\(N_{Rd}\) for axial and \(V_{Rd}\) for shear) is calculated using the
following general formulas:
- Axial capacity:
\[

N_{Rd} = A {s}\timesf {bd}/\gamma_{m}
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where \(A_{s}\) is the cross-sectional area of the bolt.

- Shear capacity:
\[
V_{Rd}=V_{c} +V_{s}
\
where \(V_{c}\) is the concrete cone capacity, and \(V_{s}\) is the shear capacity of the bolt.

Hilti provides specific formulas considering factors like edge distance and spacing to account for
potential failure modes such as concrete cone failure or pull-out.

5. Checking Failure Modes
Calculations must verify that the applied loads do not exceed the capacity for:
- Pull-out failure
- Concrete cone failure
- Bond failure
- Steel failure (bolt fracture)
The most critical failure mode determines the limiting capacity.
6. Applying Safety Factors
Design values are derived by applying partial safety factors (\(\gamma_{m}\)) to account for
uncertainties:
- Typically, \(\gamma_{m} = 1.5\) for concrete, but may vary.

The final design load must be less than or equal to the calculated capacity.

Environmental and Code Considerations
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Design calculations must also incorporate environmental factors such as:

- Exposure class (e.g., wet, corrosive environments)
- Temperature effects
- Chemical exposure

Hilti?s HSD anchors are often tested and certified for specific conditions, and the calculation

methodology must align with relevant standards such as Eurocode 2 and the European Assessment
Documents (EAD).

Sample Calculation Example
Suppose a project requires anchoring a heavy machinery support bracket in concrete with the

following parameters:

- Load: 20 kN tension

- Bolt diameter: 16 mm

- Embedment depth: 100 mm

- Concrete strength: fck = 30 MPa
- Edge distance: 50 mm

- Spacing: 150 mm

Step 1: Determine the characteristic bond strength \(f_{bd}\) from Hilti data for 16 mm diameter in
concrete with fck = 30 MPa, typically around 3 MPa.

Step 2: Calculate the bolt cross-sectional area:

\[

A_{s} = \pi/4 \times d*{2} = \pi/4 \times (16\,mm)™{2} \approx 201\,mm~{2}
\

Step 3: Compute the design axial capacity:

\[

N_{Rd} = A {s}\timesf {bd}/\gamma_{m} = 201\,mm~{2} \times 3\,MPa / 1.5 \approx 402\,N
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\

Since the applied load is 20 kN, the anchor?s capacity is insufficient in this simplified example,
indicating that a larger diameter or multiple anchors are necessary. This illustrates the importance of
rigorous calculations.

Advantages and Limitations of Hilti HSD Chemical Anchor
Calculations

Features:

- Highly accurate and tailored to specific project conditions
- Incorporate environmental and safety factors

- Based on extensive testing and certification

- Allow for optimization of embedment depth and spacing

Pros:

- High load capacities

- Flexibility in design and application

- Suitable for seismic and corrosive environments
- Supports code-compliant design

Cons:

- Complex and requires detailed knowledge of standards
- Dependence on accurate data and assumptions

- Cost considerations for high-performance anchors

- Installation quality impacts actual performance

Conclusion

Hilti HSD chemical anchor bolt design calculations are a vital component in ensuring the structural
safety and durability of post-installed reinforcement in concrete structures. By systematically
evaluating load conditions, bond strengths, and failure modes, engineers can select appropriate
anchor sizes and embedment depths that satisfy safety standards and project requirements. While
the computational process can be intricate and requires careful attention to detail, leveraging Hilti?s
technical resources and adhering to relevant standards enables precise and reliable design
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outcomes. Ultimately, thorough calculations not only enhance safety but also optimize material
usage and construction efficiency, reinforcing Hilti?s reputation for high-quality construction
solutions.

QuestionAnswer What are the key factors to consider when performing Hilti HSD chemical
anchor bolt design calculations? Key factors include the load requirements, concrete strength,
embedment depth, edge distances, the chemical anchor?s bond strength, safety margins, and
adherence to relevant standards such as ETAG 001 or ETA approvals. How do | determine the
appropriate embedment depth for a Hilti HSD chemical anchor? The embedment depth depends on
the load conditions, concrete quality, and the specific product's manufacturer guidelines. Typically, it
should be at least the minimum specified in the technical data sheet, often around 8-12 times the
diameter, ensuring sufficient bond and load transfer. What safety factors should be incorporated into
Hiltit HSD chemical anchor bolt calculations? A safety factor of at least 3 is commonly used in
structural applications, but it can vary based on code requirements and application criticality. Always
refer to applicable standards and manufacturer recommendations for precise safety margins. How
does concrete strength influence Hilti HSD chemical anchor bolt design calculations? Higher
concrete compressive strength increases the bond capacity and load resistance of the chemical
anchor, allowing for higher loadings. Conversely, lower concrete strength may require larger
embedment or additional reinforcement to ensure safety. Are there specific load types to consider
when calculating Hilti HSD anchor bolt capacities? Yes, calculations should account for various load
types including tension, shear, and combined loads. The design must ensure the anchor can
withstand the maximum expected loads in all directions according to the project's requirements.
What is the role of the edge distance in the design of Hilti HSD chemical anchors? Adequate edge
distance prevents concrete cracking and ensures proper load transfer. It is specified in the
product?s technical data and should typically be at least 10 times the diameter of the anchor,
depending on load and concrete strength. How do | incorporate the chemical anchor?s curing time
into load capacity calculations? The load capacity of Hilti HSD anchors is typically specified after full
curing, often 24 hours. Design calculations should assume the anchor has reached its specified
bond strength, and early load application should be avoided until curing is complete. Can Hilti HSD
chemical anchors be used in seismic applications, and how are calculations adjusted? Yes, but for
seismic applications, additional considerations such as dynamic loads, ductility, and code-specific
requirements are necessary. Design calculations should incorporate seismic load factors and ensure
compliance with relevant standards like Eurocode 8 or ACI 318.

Related keywords: Hilti HSD chemical anchor, chemical anchor bolt design, Hilti chemical bolt
calculations, HSD chemical anchor specifications, chemical anchor load capacity, Hilti anchor
design software, chemical anchoring standards, Hilti HSD installation guide, chemical anchor
performance, Hilti structural anchoring
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HILTI PD 32

hilti pd 32: The Ultimate Guide to This Powerful Power Tool

When it comes to professional construction and industrial applications, having reliable, efficient, and
versatile tools is essential. Among the standout options in the market is the hilti pd 32. Renowned
for its durability, precision, and innovative features, the Hilti PD 32 is a popular choice among
contractors, electricians, and construction workers worldwide. Whether you're drilling into concrete,
masonry, or other hard surfaces, understanding the capabilities and features of the Hilti PD 32 can
help you maximize your productivity and achieve outstanding results.

In this comprehensive guide, we will explore everything you need to know about the hilti pd 32,
including its specifications, advantages, applications, and tips for optimal use.

Understanding the Hilti PD 32

The Hilti PD 32 is a powerful rotary hammer drill designed primarily for heavy-duty drilling tasks. It
combines advanced technology with ergonomic design, making it suitable for demanding
construction environments. Its core strength lies in its ability to handle tough materials efficiently
while offering versatility for various drilling applications.

Key Specifications of the Hilti PD 32

- Power Source: Corded electric operation
- Rated Power: Approximately 950 watts
- Drilling Capacity:

- Concrete: Up to 32 mm (1.26 inches)
- Masonry: Up to 40 mm (1.57 inches)
- Steel: Up to 13 mm (0.51 inches)

- Impact Energy: Around 4.5 Joules

- Speed Settings: Variable speed control from 0 to 1,100 RPM

- Impact Rate: Up to 4,250 impacts per minute (IPM)

- Weight: Approximately 4.2 kg (9.26 Ibs)

- Additional Features: Variable speed, anti-vibration system, ergonomic handle, and durable
construction

Advantages of the Hilti PD 32
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Choosing the right drilling tool can significantly influence project efficiency and safety. The Hilti PD
32 offers numerous benefits that set it apart from other rotary hammers.

1. Superior Power and Performance

The PD 32's robust motor and impactful impact energy enable it to drill through the toughest
materials with ease. Its high impact rate ensures quick progress, reducing overall project time.

2. Precision and Control

Variable speed control allows operators to adjust drilling speed according to the task, resulting in
cleaner holes and reduced material damage. The ergonomic handle reduces fatigue during
prolonged use.

3. Durability and Reliability

Built with high-quality materials and designed to withstand harsh construction environments, the Hilti
PD 32 offers long-lasting performance. Its anti-vibration system minimizes operator fatigue and
enhances safety.

4. Versatility in Applications

This tool is suitable for a wide range of tasks, including heavy-duty drilling in concrete, brick, and
stone, making it a versatile addition to any professional toolkit.

5. Ease of Maintenance

Hilti tools are known for their ease of maintenance and availability of replacement parts. Regular
servicing ensures the PD 32 remains in optimal condition, extending its lifespan.

Common Applications of the Hilti PD 32

Understanding where and how to use the Hilti PD 32 maximizes its utility. Here are some typical
applications:

1. Concrete Drilling

Ideal for creating holes for anchors, bolts, and rebar in concrete surfaces, especially in construction
and renovation projects.

2. Masonry Work
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Perfect for drilling into brick, stone, and other masonry materials for installing fixtures or running
electrical conduits.

3. Heavy-Duty Anchoring
Suitable for setting anchors and fasteners securely in tough materials, ensuring structural stability.
4. Demolition and Renovation

With appropriate accessories, the PD 32 can assist in light demolition work or removing old concrete
layers.

Tips for Using the Hilti PD 32 Effectively

Maximizing the performance and lifespan of your Hilti PD 32 involves proper handling and
maintenance. Consider the following tips:

1. Select the Right Drill Bits

Use high-quality, compatible drill bits designed for concrete or masonry. Carbide-tipped bits are
recommended for durability and efficient drilling.

2. Adjust Speed Settings Appropriately

Start with a lower speed for precision and increase as necessary for faster drilling. Use variable
speed control to match the material and task.

3. Use Proper Technique

Apply steady, even pressure without forcing the drill. Let the tool do the work to prevent bit breakage
and ensure clean holes.

4. Secure Your Workpiece
Clamp or stabilize the material to prevent movement during drilling, enhancing safety and accuracy.
5. Perform Regular Maintenance

Clean dust and debris from vents and moving parts. Regularly check the power cord and switch for
damage. Lubricate and replace worn parts as needed.
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Safety Considerations When Using the Hilti PD 32

Safety is paramount when operating heavy-duty power tools like the Hilti PD 32. Follow these
essential safety tips:

- Wear appropriate personal protective equipment (PPE), including safety goggles, gloves, and
ear protection.

- Ensure the work area is clear of obstructions and bystanders.

- Inspect the tool before use for any damage or wear.

- Operate the drill with both hands for maximum control.

- Do not overload the tool; use the correct settings for the material.

- Disconnect the power cord before changing bits or performing maintenance.

Where to Buy the Hilti PD 32

The Hilti PD 32 is available through authorized Hilti distributors, online retailers, and directly from
Hilti's official website. Purchasing from authorized sources ensures you receive genuine products,
warranty coverage, and access to after-sales support.

Conclusion: Is the Hilti PD 32 Right for You?

The hilti pd 32 stands out as a robust, versatile, and reliable rotary hammer designed to meet the
demanding needs of construction professionals. Its powerful performance, ergonomic design, and
ease of maintenance make it an excellent investment for those involved in heavy-duty drilling tasks.

Whether you're working on large-scale building projects, renovation tasks, or specialized
installations, the Hilti PD 32 can enhance your productivity and ensure high-quality results. Proper
usage, safety precautions, and routine maintenance will maximize its lifespan and performance,
making it a valuable addition to your toolkit.

Investing in the Hilti PD 32 means choosing a tool that delivers power, precision, and durability ?
qualities that are essential for success in the construction industry.

Hilti PD 32: The Ultimate Lithium-lon Rotary Hammer for Professionals and DIY Enthusiasts

When it comes to drilling and chiseling in tough materials, having the right power tool can make all
the difference. The Hilti PD 32 stands out as a versatile, high-performance rotary hammer designed
for demanding construction and renovation projects. Built with precision, durability, and user comfort
in mind, this tool is tailored for professionals and serious DIYers who require reliable performance
and advanced features. In this comprehensive review, we delve into the specifications, features,
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usability, and overall value of the Hilti PD 32, providing you with an in-depth understanding of why it
might be the perfect addition to your toolkit.

Overview of the Hilti PD 32

The Hilti PD 32 is a cordless, lithium-ion-powered rotary hammer that combines power, portability,
and efficiency. Its design centers on delivering professional-grade drilling and chiseling capabilities
without the constraints of a power cord, making it ideal for working in remote sites, tight spaces, or
locations where mobility is crucial. The tool is engineered with the latest Hilti innovations, ensuring
durability, safety, and ease of use.

Key Highlights:

- Battery Compatibility: Powered by Hilti?s advanced lithium-ion batteries, providing long runtime
and quick recharge times.

- Performance: High impact energy and rotational power suitable for concrete, masonry, and
stone.

- Versatility: Multiple modes including rotary hammer, drilling, and chiseling.

- Ergonomics: Lightweight design with ergonomic grip for reduced fatigue.

- Durability: Built with robust materials to withstand harsh jobsite conditions.

Design and Build Quality

The Hilti PD 32 exemplifies a construction that emphasizes durability combined with user comfort.
Its rugged exterior is crafted from high-quality plastics and metals that withstand the rigors of
everyday use, including dust, debris, and accidental drops.

Ergonomics and Handling

- Lightweight Construction: Weighing approximately 4.5 kg (9.9 Ibs) with battery, it strikes a
balance between power and portability.

- Rubberized Grip: Ensures a secure hold, reducing vibrations and operator fatigue during
prolonged use.

- Balanced Design: The center of gravity is optimized for ease of maneuverability, especially in
overhead drilling or tight spaces.

User Interface
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- Intuitive Controls: Features a straightforward mode selector switch for switching between
drilling, hammer drilling, and chiseling modes.

- LED Indicators: Provide real-time information on battery status and tool health.

- Variable Speed Trigger: Allows precise control over drilling and chiseling speed.

Technical Specifications

Understanding the technical prowess of the Hilti PD 32 helps users determine its suitability for their
specific needs.

| Specification | Details |

o oo

| Impact Energy | Up to 3.2 Joules |

| Max Drilling Diameter (concrete) | 32 mm (about 1.25 inches) |

| Battery Voltage | 22V (using Hilti B 22 series batteries) |

| Battery Type | Lithium-ion |

| No-Load Speed | Up to 900 RPM |

| Weight (with battery) | Approximately 4.5 kg (9.9 Ibs) |

| Dimensions | 400 mm x 85 mm x 150 mm |

| Charging Time | Around 45 minutes (with compatible fast charger) |

Note: Performance may vary depending on the battery capacity and operating conditions.
Power and Performance

At the core of the Hilti PD 32 lies its impressive impact energy of up to 3.2 Joules, which allows it to
handle heavy-duty tasks efficiently. This is particularly valuable in construction settings where

high-impact drilling into concrete or brickwork is routine.

Drilling Capabilities
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- Suitable for drilling holes in concrete, brick, stone, and similar materials.
- Maximum diameter of 32 mm makes it versatile for installing anchors or conduits.

Chiseling and Demolition
- The tool offers an effective chiseling mode, making it suitable for light demolition, removal of
tiles, or breaking up concrete surfaces.
- The variable clutch system ensures smooth operation and prevents overloading.
Battery Power
- The use of Hilti?s B 22 series batteries ensures consistent power delivery.
- The lithium-ion technology provides a stable power output with minimal voltage drop over time.
- Long runtime allows for extended working periods without frequent recharges.
Noise and Vibration
- Equipped with vibration control features, reducing operator fatigue.

- Noise levels are kept within acceptable limits, thanks to sound-dampening design elements.

Modes and Functions

The multifunctionality of the Hilti PD 32 is one of its main selling points. It supports three primary
modes, each suited for different tasks:

Rotary Hammer Mode
- Combines rotation with percussive hammering.
- Ideal for drilling into concrete and masonry.
Drilling Mode
- Rotation without impact.
- Suitable for drilling in softer materials like wood or metal.

Chiseling Mode
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- Hammering action without rotation.
- Used for breaking up surfaces, removing tiles, or light demolition.

Switching between these modes is seamless, thanks to a user-friendly selector switch. The tool?s
design ensures minimal effort in changing modes, maximizing productivity.

Ease of Use and User Experience

While power and durability are vital, user experience often makes or breaks a tool?s practicality
on-site. The Hilti PD 32 excels in this regard through several thoughtful features.

Comfort and Handling

- The ergonomic grip minimizes vibrations and enhances control.
- The lightweight design reduces fatigue during extended periods of work.
- The balanced weight distribution allows for precise drilling and chiseling.

Safety Features

- Overload protection prevents motor damage.
- The adjustable depth stop helps in achieving consistent hole depths.
- The soft-start feature limits sudden jerks during startup.

Maintenance and Battery Care

- The tool?s design facilitates easy cleaning, especially around vents and moving parts.
- Batteries are compatible with Hilti?s fast chargers, ensuring minimal downtime.
- Battery health management features extend the lifespan of the power cells.

Comparison with Competitors

While the Hilti PD 32 is a premium tool, it faces competition from other high-end cordless rotary
hammers such as the Bosch GBH18V-26F, Makita HR165DZ, and DeWalt DCH733B. Here?s how it
stacks up:

- Power: The PD 32?s impact energy of 3.2 Joules places it among the more powerful cordless
options.



HILTI HSD CHEMICAL ANCHOR BOLT DESIGN CALCULATIONS Study Guide Vol. 2024, Issue 3

- Build Quality: Hilti?s reputation for durability and professional-grade construction is
well-reflected.

- Battery Ecosystem: Compatibility with Hilti?s B 22 series batteries ensures a broader ecosystem
for users with other Hilti tools.

- Price Point: Typically higher than consumer-grade models, the investment reflects its
professional-grade features and durability.

Strengths:

- Superior impact energy and drilling capacity.
- Robust, weather-resistant build.

- Excellent ergonomics and safety features.

- Long battery life with fast recharge.

Limitations:

- Higher initial cost.
- Slightly heavier than some competitors.
- Requires familiarity with Hilti?s ecosystem for optimal use.

I[deal Use Cases

The Hilti PD 32 is best suited for:

- Construction Sites: Heavy-duty drilling and chiseling in concrete or brick.

- Renovation Projects: Breaking up tiles, removing old masonry, or installing anchors.

- Electrical and Plumbing Installations: Drilling precise holes in tough materials.

- DIY Enthusiasts: Serious DIYers working on large-scale projects requiring professional-grade
tools.

Conclusion: Is the Hilti PD 32 Worth It?

The Hilti PD 32 stands as a testament to the brand?s commitment to delivering high-performance,
durable, and user-focused power tools. Its powerful impact energy, versatile modes, ergonomic
design, and robust build quality make it a top choice for professionals who demand reliability and
efficiency. While it commands a premium price, the investment pays off in the form of reduced
downtime, enhanced safety, and superior results.
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If you?re in the market for a cordless rotary hammer that can handle heavy-duty tasks and is built to
last, the Hilti PD 32 is undoubtedly worth considering. It exemplifies the perfect blend of power,
portability, and precision?empowering users to tackle challenging projects with confidence.

Final Thoughts

Choosing the right rotary hammer depends on your specific needs, budget, and work environment.
The Hilti PD 32 excels in demanding professional settings, offering unmatched performance and
durability. Its advanced features and ergonomic design make it a tool that not only gets the job done
but also enhances productivity and safety on the jobsite. For those seeking a high-end, reliable
rotary hammer that stands the test of time, the Hilti PD 32 is an investment that?s hard to beat.

QuestionAnswer What is the Hilti PD 32 and what are its primary uses? The Hilti PD 32 is a
professional laser distance meter designed for accurate measurement of distances, areas, and
volumes. It is commonly used in construction, interior design, and renovation projects for quick and
precise measurements. How does the Hilti PD 32 differ from other laser distance meters? The Hilti
PD 32 features high accuracy, a compact design, and easy-to-use functions like simple one-button
operation, making it more user-friendly and reliable compared to some other models in its class.
What are the key features of the Hilti PD 32 laser distance meter? Key features include a measuring
range of up to 30 meters, high accuracy, a clear LCD display, single-button operation, and the ability
to calculate areas and volumes quickly. Is the Hilti PD 32 suitable for construction site use? Yes, the
Hilti PD 32 is designed for rugged construction environments, offering durability and reliability
needed for daily use on construction sites. How do | calibrate the Hilti PD 32 laser distance meter?
Calibration is typically performed by authorized Hilti service centers or following the manufacturer's
instructions for basic calibration checks. Regular calibration ensures measurement accuracy over
time. What is the battery life of the Hilti PD 32? The device is powered by standard batteries that
provide extended usage, often lasting several weeks depending on usage frequency. It is
recommended to carry spare batteries for continuous work. Can the Hilti PD 32 measure indirect
distances or only direct measurements? The Hilti PD 32 primarily measures direct distances, but it
also offers functions to calculate areas and volumes, enhancing its versatility for various
measurement tasks. Where can | purchase the Hilti PD 32 and are there any maintenance tips? The
Hilti PD 32 can be purchased through authorized Hilti dealers or online stores. Regular cleaning of
the device and proper storage help maintain its accuracy and longevity.
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